IRRIGATION METER
50mm to 300mm

IMETERS.. .

YOUR PARTNER IN WATER MEASUREMENT




APPLICATION

¢ Measurement of cold raw water passing through a pipeline.

e Suitable for pumped lines.

FEATURES

50mm to 100mm comply with SANS1529 -1: 2019 (Class A).
e 150mm to 300mm comply with SANS 1529-4: 2004 (Class A).
e Pulse output standard. No additional pulse pick up required.
* Meter sizes 40mm to 200mm fitted with straight reading counters.
e Working temperature < 40°C.
e Working pressure 1600 kPa.
¢ Available Drilled to Table 16.
e 50mm to 100mm tested and verified in South Africa.
* Epoxy coated cast iron body.
¢ Designed for Horizontal installation only.
¢ Internal mechanism replaceable without removing body from pipe.

¢ Pre-Calibrated mechanisms available for replacement.

PERFORMANCE SPECIFICATIONS

METER MAXIMUM  PERMANENT  TRANSITIONAL MINIMUM MINIMUM COUNTER PULSE VALUE
SIZE FLOWRATE  FLOWRATE  FLOW RATE FLOW RATE READING FACTOR LITRES PER PULSE
(mm) QS 22% (M/H) QP 2% (MYH) QT 2% (MYH) Q/MIN 5% (M¥H) (M¥H) (MULTIPLIER) (FIXED)

50 30 15 4.5 1.2 0.0005 - 100
80 80 40 12 3.2 0.002 - 100
100 120 60 18 4.8 0.002 - 100
150 300 150 45 12 0.002 - 1000
200 500 250 75 20 0.002 - 1000
250 800 400 120 32 0.02 x10 1000
300 1200 600 180 48 0.2 x10 1000
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DIMENSION TABLE

METER SIZE (mm) LENGT'-H (mm) HEIGHI-':' - x W(E;?HT
50 200 215 13
80 225 279 18
100 250 289 20
150 300 360 40
200 350 346 50
250 450 434 82
300 500 459 103
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Tel: +27 21 510 4266 | Unit 4B, Panther Park, 11 Berkley Road, Maitland 7405 | Email: info@precisionmeters.co.za

www.precisionmeters.co.za




